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OVERALL DIMENSION 3” high x 18” wide x 5.75”deep base. 8” high with lamps. 10” high to top of 
removeable bracket.

CONSTRUCTION Fabricated Powder Coated Aluminum. Internal radio and components. 

INFORMATION Green lamp will light at end of period automatically with the MSC9000 
console. Red lamp will turn on and rotate when goal judge presses button 
if time remains in period when goal is scored. Console also has a button to 
override the goal switch. Each goal light (sold seperately) can be controlled 
with a single console.

CAPTIONS None.

HORN None.

ELECTRONICS / DIGITS 100% solid state, microprocessor controlled system with locking connectors. 
Ultra bright, Red and Green LED lamps. Green lamp is wired to remain on at 
end of period. Red lamp is wired to rotate. 

SERVICING Sign will be serviceable by removing the screws on the exterior and lifting 
cover from base.

COMMUNICATION Radio communication is standard using a 2.4 GHz Frequency hopping 
spread spectrum transceiver. Requires MSC9000 Console. Goal Judge switch 
with 10’ cable included.

POWER REQUIREMENTS 120VAC, 1.2 Amp. Includes 6’ power cable exiting the top of the base behind 
the red lamp with standard grounded 3 prong connector.  20 Amp circuit 
recommended.

INSTALLATION May be hung from the backside of the glass around the rink, set on a table/
shelf, or on a 1” Pipe at the bottom. Intended for dry locations.

ESTIMATED WEIGHT 8 lbs.

WARRANTY Five year guarantee against defects in materials and workmanship. Warning 
lights carry original manufacturer warranty. Factory repair service for parts in 
warranty. Union label. UL Certified.

ADDITIONAL OPTIONS 
MODEL NUMBER + ( )

Red light is set to rotate by default. Either light can be wired to rotate, be 
steady, or flash with advanced notice. Orange, Blue, White lamps available.

AVAILABLE CONTROL CONSOLE 
(SOLD SEPARATELY)

MSC9000 (Multi-sport Desktop Console) Extruded Aluminum, high impact low 
profile microprocessor control console. 5” high x 10.25” wide x 9” deep. 
Weight: 4.3 lbs. Radio (1600 ft) is standard, simultaneous hardwire option 
included. Internal rechargeable battery. Switch between multiple sports by 
removing and replacing the slip sheet.
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