8322LS Baseball
Controller Plate

Scoreboard Type: 500

Power Supply Outputs:
POWER 1 (Dual):
P1.1=440A P1.2=437A

POWER 2 (Quad):
to Horn relay P2.1 §3.87A P2.2z3.87A
z P23~3.87A P24%3.87A
o |E POWER 2 (Quad):
5 - - P3.1=3.87A P3.2%292A
(W)
< o m (— =1 o Controller (Decoder) Board DIGIT OUTPUTS
Q_P' (| 0 o':'@[l EL01032P 12 s B | 2.Guest Runs, Inn 9,10 | P3.3%3.87A P3.4%2.92A
P1.1A (| = B 15 [ 3.Home Runs, Inn 9,10
* 0 — s 1+ [ | 4.0n Base Indicators |
Hardwire DATA o ':'o el 10 5.Ball, Strike, Out, Hit/Error “C"refers to controller board output. If
m = —= ® = | 6. Guest Hits, Errors | Indicators are used, C4 data will go to the
—— @[l s A Home Hits Errors Indicator Driver Board and then to the
Blue (4*;) - Sesssessee B 8 4 , 7.Guest Inn 1-4(or 1-8) | digit(s).
Green/White (3%) = I] :| 3 | 8.Guest Inn 5-8
These col 0 o 6 9.Home Inn 1-4 (or 1-8)
*Numbers and ese colors Radio 2 |
colors correspond :‘e-:i:‘t:uac::r 5 | 10.Home Inn 5-8
to RJ45 connector hielded cable Receiver Board :l - 1 12.At Bat
ELO1067P |
k4 | NOTUSED: 1111316
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All Digits in lower panels are 12"Red. == = DATA 1111111 = 10.5VDC POWER 115VAC/60 Hz - 8.5 Amps
h rev.7.29.11




