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 OUTPUTS
1. Strike 2
3. Out 1
5. Out 2
7. Ball 2
8. Ball 3
9. Strike 1
10. Ball 1
11. Guest at Bat
19. Home at Bat
DC POS: Red (+)
DC NEG: Black (-)
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NOT USED: 2, 4, 6, 12-18 & 20

8389AB Baseball Controller Plate

Controller (Decoder) Board
EL01032P

Receiver Board
EL01067P
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 OUTPUTS
1.Timer
2. Home Score/Inning
3. Guest Score
4. Ind Drv Brd

(+) Brown
(-) Blue   

NOT USED
5-16

BL
UE

YE
LL

OW

+
+

+
+

-
-

-
-

+
-

+
+

+
+

-
-

-
-

+
-

1
2

3
4

6
5

7
8

9
10

Indicator Driver Board
EL01031P

Scoreboard Type: 300

Power Supply Outputs (Full Brightness & Full Digits):  P1.1 ͌ 3.78A    P1.2 ͌ 2.90A    P1.3 ͌ 2.90A    P1.4 ͌ 2.90A 
“C” refers to controller board output.   If Indicators are used, C4 data will go to the Indicator Driver Board and then to the digit(s). 

18”R 18”R 18”R 18”R

16”R

= DATA = 10.5VDC POWER

P1.1 B
C2
P1.2

P1.1A

rev. 7.29.11

115 VAC / 60 Hz   -   3.5 Amps

P1.3
C1

P1.4

CONTROLLER PLATE BEHIND GUEST SCORE

Hardwire DATA

*Numbers and
colors correspond 
to RJ45 connector

These colors 
refer to aas  
4-conductor 
shielded cable  

Blue/White (5*)  - GN
Blue (4*)  - W

Green/White (3*) -  R

Green (6*)  - BK
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Indicator Driver Board
EL01031P

Optional C4
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